
shop.agrometer.dkFranklin EV 15 & 20

Model

Effekt
Vandmængde

Varenr.

l/min 0 167 200 233 266 300 333 367 400 433,5 466,5
m³/h 0 10 12 14 16 18 20 22 24 26 28

kW HK Løftehøjde mvs.

EV20-2F 2,2 3 31 27,5 27 26 25 24 22,5 20,5 18 15 12 1205EV2002

EV20-3F 4 5,5 46,5 41,5 40,5 39,5 38 36,5 34,5 31 27,5 23 18,5 1205EV2003

EV20-5F 5,5 7,5 78 70 68,5 66,5 64,5 62 58 53 47 40 32,5 1205EV2005

EV20-7F 7,5 10 110 100,5 98 95,5 93 90 85 77,5 69 59,5 48,5 1205EV2007

EV20-10F 11 15 158 145,5 142 139 135 131,5 124,5 114 102 88,5 73 1205EV2010

Model

Effekt
Vandmængde

Varenr.

l/min 0 133 167 200 233 266 300 333 367 400
m³/h 0 8 10 12 14 16 18 20 22 24

kW HK Løftehøjde mvs.

EV 15-2F 2,2 3 29 26 25 24 23 21,5 19,5 17 14 11 1205EV1502

EV 15-3F 3 4 43,5 39 38 36,5 34,5 32,5 29,5 26 21,5 17 1205EV1503

EV 15-5F 4 5,5 72,5 65,5 63,5 60,5 57,5 54,5 49,5 43 36 28,5 1205EV1505

EV 15-7F 5,5 7,5 102 92 89 86 82 77,5 70,5 62 52,5 41,5 1205EV1507

EV 15-9F 7,5 10 131,5 119 115,5 111 106 100,5 92 81 69 54,5 1205EV1509

EV 15-12F 11 15 176,5 161 156,5 151 144,5 137,5 126,5 112 96 77 1205EV1512

46/76

It is our policy to continuously develop and improve our products, therefore, we reserve the right to amend speci cations without prior notice.

F version

C version

V version

T version
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V version Connections with rapid  ttings type “Victaulic”:
  the pump is supplied without the collars (Optional accessories).

EV 15 Technical data 50Hz

Pump
Model

Motor Dimensions (mm) Weight (kg)
L1 L2 L3 L4 L5 M D1 D2

Pump
Electric
PumpkW Dim F 1-PHASE 3-PHASE T V C 1-PHASE 3-PHASE 1-PHASE 3-PHASE

 EV 15/1 1,1 80 405 232 232 405 405 405 150 129 160 160 170 23,5 35,5
 EV 15/2 2,2 90 415 267 267 415 415 415 160 138 180 180 170 25 41
 EV 15/3 3 100 473 - 267 473 473 473 - 138 - 180 170 27 45,7
 EV 15/4 4 112 521 - 306 521 521 521 - 145 - 196 170 28,5 51,3
 EV 15/5 4 112 569 - 306 569 569 569 - 145 - 196 170 30 52,8
 EV 15/6 5,5 132 804 - 328 804 804 804 - 161 - 225 300 52 86
 EV 15/7 5,5 132 852 - 328 852 852 852 - 161 - 225 300 53 87
 EV 15/8 7,5 132 900 - 350 900 900 900 - 161 - 225 300 54,5 90,5
 EV 15/9 7,5 132 948 - 350 948 948 948 - 161 - 225 300 56 92
 EV 15/10 11 160 1016 - 425 1016 1016 1016 - 198 - 248 350 60 118
 EV 15/11 11 160 1064 - 425 - 1064 1064 - 198 - 248 350 61,5 119,5
 EV 15/12 11 160 1112 - 425 - 1112 1112 - 198 - 248 350 63 121
 EV 15/13 11 160 1160 - 425 - 1160 1160 - 198 - 248 350 64,5 122,5
 EV 15/14 11 160 1208 - 425 - 1208 1208 - 198 - 248 350 66 124
 EV 15/15 15 160 1256 - 476 - 1256 1256 - 198 - 248 350 67 131
 EV 15/16 15 160 1304 - 476 - 1304 1304 - 198 - 248 350 68,5 132,5
 EV 15/17 15 160 1352 - 476 - 1352 1352 - 198 - 248 350 70 134

C version Connections with round  ttings type Clamp-FlexiClamp: 
 the pump is supplied without collars (Optional accessories).

T version Oval  anges on body type PN16: the pump is supplied without threaded 
oval counter  anges (Optional accessories, including bolts and joints).

F version Round  anges on body type PN25: the pump is supplied without counter anges 
 (Optional accessories, including bolts and joints).

Available from EV15/1 to EV15/10

EU

F = rund flange

F = rund flange

EV 15

EV 20


